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MATERIAL AND FINISH
Body: Die-cast Zinc, Black powder coated.
Lever: Die-cast Zinc, Bright chrome plated or Black powder coated.
Shaft: Steel, Zinc plated.
Pawl and Mounting Bracket: Steel (SPHC), Zinc plated.

FEATURES
Patent: Pawl is fixed by 4 positioning points and the grooved
shaft-bolt, easy for assembly and adjustment. Need only to
slide the pawl through the shaft-groove to the correct position, more stable and accurate.
Left, right and top opening.
The pawl moved forward and reversed vertically 3mm while the compression latch is opened and closed.
Upon opening, the lever can be rotated smoothly without key-locking interference.
Resistance to heat, corrosion and dust. Dust-resistant and waterproof (IP66).
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SPECIFICATION: Unit:mm
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EmARS: Item No. %/—I\% 9 . Dim)eenzrions Pa\:flﬁlhl jn%i?f(fﬁ?nge s
R =
ABBE MBS SERE Shaft | PawlType | |\ | |, | #RER s | VS
Black Body, Chrome Lever Black powder DEE Pawl Forward | Pawl Reversed
BZ-0810-W44-A131 BZ-0810-B44-A131 #44 33 297.6
BZ-0810-W45-A131 BZ-0810-B45-A131 #45 255 | 13.5 36 297.6
BZ-0810-W14-A131 BZ-0810-B14-A131 _ #14 21 31 302.2
BZ-0810-W15-A131 BZ-0810-B15-A131 %Sﬂii% #15 36 12 13 39 304.2
BZ-0810-W16-A131 BZ-0810-B16-A131 Shaft #16 5 47 306.2
BZ-0810-W17-A131 BZ-0810-B17-A131 #17 21 31 307.6
BZ-0810-W18-A131 BZ-0810-B18-A131 #18 51 27 13 39 309
BZ-0810-W19-A131 BZ-0810-B19-A131 #19 5 47 310.8
BZ-0820-W14-A131 BZ-0820-B14-A131 #14 27~37 37~47 305.4
BZ-0820-W15-A131 BZ-0820-B15-A131 #15 36 12 19~29 45~55 307
BZ-0820-W16-A131 BZ-0820-B16-A131 | tRE#E #16 11~21 53~63 309.8
BZ-0820-W17-A131 BZ-0820-B17-A131 Stgr;]g?trd #17 27~37 37~47 310.6
BZ-0820-W18-A131 BZ-0820-B18-A131 #18 51 27 19~29 45~55 312
BZ-0820-W19-A131 BZ-0820-B19-A131 #19 11~21 53~63 314
BZ-0830-W14-A131 BZ-0830-B14-A131 #14 44~54 54~64 325.4
BZ-0830-W15-A131 BZ-0830-B15-A131 #15 36 12 36~46 62~72 326.8
BZ-0830-W16-A131 BZ-0830-B16-A131 th% #16 28~38 70~80 3296
BZ-0830-W17-A131 BZ-0830-B17-A131 Shaft #17 44~54 54~64 330.6
BZ-0830-W18-A131 BZ-0830-B18-A131 #18 51 27 36~46 62~72 331.8
BZ-0830-W19-A131 BZ-0830-B19-A131 #19 28~38 70~80 334
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